austenite free boundary problem - Google Search 



http://www.googlexom/search?W=en&q=austenite+free+boundary+prob... 



Web Images Videos Maps News Shopping Grriaii more ▼ 



Web History | Search settings | Sign in 




Si- ; irCh ' Advances Seisch 



Web 



Show options. 



Results 1 - 10 of about 164,000 for austenite free boundary problem. (0.37 seconds) 




... free energy of 5-ferrite/v-aiistenite interphase boundary ... - Yif! - Cited by 17 
r p °n E^g. B_ound^ Interfaces 

File Format: PDF/Adobe Acrobat - Quick View 

by OP Brano - 1995 - Cited by. 30 - R9ja.teda.rti.cies 

This model is based on a free boundary problem for the heat equation which incorporates 
.... of austenite into martensite (occurring through propaga- ... 

www.cic^i o/>!; < 3Ci*!.edii'*-brv!'!0/b!r.p^! : 

Rhys. Rev. Lett. 74, 746 (1995): Bruno et al. - Free Boundary ... 
by OP Bruno - 1995 - Cited by 30 - Related articles 

Free Boundary Conditions at Austenite-Martensite Interfaces ... This model is based on a 
free boundary problem for the heat eguation which incorporates ... 

iink.aps.org/doi/lO.1103/PhysRevLfifr.74 746 ■- Sjrrto 

Asjmyjatjgri_QfGr^^ 

by X Yu - 2009 - BMn.tMMicjes 

Conseguently, the growth of carbides can be described as a free boundary problem for Cr 
diffusion in austenite and the dynamics of the interface. ... 

iinkirighS!b.6lsevier.conVret.riev-Wpii'S092702560S00fj272 

by Y I Lan - 2005 

Conseguently, austenite decomposition into ferrite is described by a free-boundary 
problem for carbon diffusion in austenite phase, Qy, ancl ferrite phase, ... 

iir)kiF;giiub.eis'j»ier.corri'rotrte'»«.'pi!.' , S135S645404006688 

Show more results from linkinghub.elsi-vier.com 

Free Boundary Conditions at Austenite-Martensite Interfaces 
by OP Bruno - 1995 - CiMMJiO - E&jaiMM&Jes 

Free Boundary Conditions at Austenite-Martensite Interfaces ... This model is based on a 
free boundary problem for the heat equation which incorporates ... 

influence of alloying on the free energy of aystenitic grain ... 
by BB Vynokur - 1996 - .Rgiated.artxies 

More detailed information about the influence of alloying elements on the free boundary 
energy of austenitic grains can be obtained by using absolute ... 

www.springerlink CO f!i/if:dex/.j2C7L .346262W53G7.pdf 

Energetics and pseudoelasticity 

by OP BRUNO - Relatec articles 

austenite regime. Pseudoelasticity occurs when an alloy that is austenite ... Mathematically, 
these considerations lead to a free-boundary problem ... 

wvw.springerfnk cor:Yirtdex/K48VQS04l£i 6W2G7.pdf 

SJiow.more.resylts.fra 
F.r.gjj.ai3M[QD .Qt gn ^ 

Free Online Library: Propagation of an austenite-martensite interface in a thermal ... A 
common approach to this problem is to consider the boundary as a ... 

www. the? reelibrary .conVPrcpagation+of ; an ; austenite-martensir.e ; interface* 
in+a+thermai.. -aO 188808168 - Cached - Similar 

[pl-.fj STEADY STATES OF AUSTENITIC-MARTENSiTIC DOMAINS INI THE GENZ3URG „. 
File Format: PDF/Adobe Acrobat - Q.yjck View 
by A Friedman - Cjisd by.7 - Reiated artjcies 

and thus for temperatures above and slightly below 6a pure austenite is the Typical Free 

Boundary Problem for General Quasilinear Hyperbolic Systems ... 

vwfw.!?via.L!^!n.edi)/preprif'fe/Ja:":B90 ; ^:39/':4 ; l;: ; .'i : 

by OP Bruno - 1995 - Cited by 30 - Related .articles 

Free Boundary Conditions at Austenite-Martensite Interfaces. Bruno OP, Leo PH, Reitich F. 
PMID: 10058837 [PubMed - as supplied by publisher] 

www . iicbi. iiim. ilih. gov/piibmed; 1 0053337 



1 of 2 



3/19/2010 9:34 AM 



austenite free boundary problem - Google Search 



http://\vww.googlexom/search?W=en&q=austenite+free+boundary+prob.. 



■12 3 4 5 6 7 8 9 10 Next. 



iaustenite free boundary problem Search 



Search within results - Language iools - Search Help - Dissatisfied? Help us improve - Try Googl e Experimental 



GXiogfc Home - AdvsrtisjrjgPrograriK - BusineAS.So.yjona - Privacy. - Atouf.jGoog.le 



2 of 2 



3/19/2010 9:34 AM 



